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Audio/Visual Requirements
Audio/Visual Requirements:
1. (1) XGA {1024 X 768} high resolution LCD Projector with at least 2000 lumens (Brightness) or greater. Needs to have necessary cords to connect projector to laptop computer.


Recommended brands:

· Sony VPL-PX40 – 1024 X 768 with 3500 lumens

· Sony Superlite VPL-CX6 – 1024 X 768 with 2000 lumens

· Sharp Notevision PG-M20X – 1024 X 768 with 1900 lumens

2. (1) Projector stand enough to hold laptop and projector. Sometimes the laptop is place remotely away from the projector (i.e. on a podium), thus a long enough monitor cord will be required to connect the computer to the projector.

3. (1) Audio PA system for sound. Can be a separate system with speakers, or be part of the hotel room PA system assuming good quality.

4. (1) Cordless lavalier microphone. Cordless is preferred as I move around a lot. The lavalier should have a spare battery.
5. (1) Audio Jack connection between the headphone jack of the computer to the sound system. This permits sound during videos (off the laptop) shown during the presentation to be heard by the audience.

VERY IMPORTANT: AS OF JANUARY 1, 2006, ALL LECTURE PROGRAMS WILL BE FORMATTED TO A 3:1 RATION PANORAMIC SCREEN. THIS IS ABSOLUTELY MANDATORY FOR PROPER VIEWING OF THE PROGRAMS AS THE POWERPOINT PRESENTATIONS ARE SCALED TO THIS RATIO!


Note: Hands-On Programs can still use typical “square” screens. 

6. (1) Large rectangular Screen (9’X30’)  Note that it is best to elevate the screen such that the bottom of the screen is higher than the heads of the audience. Some screens can be extended this way, others have to be placed on a riser. Placing the screen on the floor usually means that attendees in the back of the room cannot see the bottom half of the presentation. 

